- Tetra Tech, Inc. Project:  Vandenberg Air Force Base IRP . . :.
- 4213 State Street, Suite 100 - e . || Logof Well No. 26-MW-4 Co o |
'; Santa Barbara, CA 93110-2847 ! - ——
VOICE (805) 681-3100 FAX (805) 681-3108 || Location: QU4, Site 26, SLC-2W, approximately:400 feet,
‘ . . west of Building1629, in depression west of site.” . "
| DateStarted: 1/11/94  Completed: 1/12/94 ¢ PVCBlnk Casng - fom 0 Rbp @+ 195 B
- V— e .. . ) RS ‘, B ‘.7-..-—‘,...._ ,-_‘._,._:,.v, R T - - .
" |[CoseetBy: J.Rohwer  creckeay: & SEFET Ol 0010 Seroning Caing:, fiom 195 ibgsto 255 fives|
Drilled By:* J. Duenas, Layne Env. .~ E " Bentonite/Cement Grout: _from 2 fibgsto  15.5 fibgs|.
Drilling Equipment:  CME 750, 10"/12" HSA ~ Bentonite Transitional Seal:  from. 15,5 ftbgsto.17.5 Tfbs|
Sampling Equipment: 2" ID Split Spoon Sampler 2/12  SandFilter Pack: _ fr_c_nfx 1 17.2 fibgsto  30.0 febgs}
GSElev.: 1574 ftabove MSL TD: 30.0 ft.bgs TOCElev.: 159.8 ft. ft above MSL ' e
. ) _ — |
ﬁa 'a'__g' :go Co“t,c"' 2128 eF|ER : ‘.‘
g2 §2 | §g|Comstnction | | 3EC | 821 82|  REMARKS
s - MATERIAL DESCRIPTION g 5 | = g =25/ & g at : |
sand, light yellowish brown (10YR 6/4), fine grained, | -.""] sp [ 3 | 25 |0.0/]Start0815. r_|
trace silt, well sorted, subrounded, medium dense, dry, |- : *] 4 88 | 0.0 |Two disturbed
| | dunesand.’ e 5 samples collected
'_ 7 for first recovery. [
— | same, except dark yellowish brown (10YR 4/6). S Took additional
>\\<//é _ 8 8 surface sample for
— %\// 10 analysis. Sample
7\\//4 1 V26MW4-0 sent for]
— | same, except slightly moist and very dense. §\// " chemical tests.
’\\\\4 19 | 83 |0.0/|v26MW4-3MS sent
5 |— §// 19 0.0 |for chemical test.
\\\\\4, 25 Sample V26MW4-5||
N 30 and V25MW4-6
N B %\\4 14 | 83 sent for chemic,
;\/% 24 tests (replicates
X
& |
- N |
?\\//4 8 | 8800/|Sample :
' \\/ 12 00 | V26MW4-10sent
10 — ’\\\é’ 2 for physical tests. |
- . I
| \\\\ /
- N I
>\///4 100 | 0.0/ | Sample
Q\\\\/’- : 20 0.0 | V26MW4-15 sent
15 | same, except moist. ?\\\%/, ) 604?6"- for physical tests. T
_ J |
| o IEE I A I Sample 1
e o 35 {100 | 0.0/ ]| v2sMW4-20s .
20 e =— ARG 0.0 | for chemical te. ...
 260ft. W Groundwater depth during drilling . 265 ft. X7 Groundwater depth after well development on: 2/25/94 1
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-} :29;. | sand, dark yellowish brown (10YR 4/6), fine grained, |.:. ' SP 70/3"

e | trace silt, well sorted, subrounded, medium dense,
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